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While the head honcho in most successful businesses gets all the praise,

we all know it's the Boss man’s assistant who generally runs the whole

show.  Same relationship here.  The Controller, our new preamp processor,

makes everything (as in every single thing) that happens audibly, not

only happen, but happen audibly better.  Switching to video, same thing.

And it does so while comfortably decoding virtually every conceivable

format known to man and several other life forms.  The Controller is at

the center of it all and is completely dialed in to enhance everything

NHT.  The Controller points out where all signals are supposed to go and

then automatically adjusts, redirects and manages them as necessary

— Simply.  Predictably.  Affordably.  And without a lunch break.
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Multi-format Decoding:  Dolby Digital, DTS,DTS-ES, DTS 96/24, AAC

Multiple Post Processing

Options: Dolby Pro Logic 11/11 x (Music, Movies, Games) Dolby EX

DTS Neo 6, Music modes (Surround 6.1, Natural and Party)

Composite and S-Video 

Input video up:      Conversion up to component video and HDM

Setup:               OSD on all video outputs (no overlay)

HDMI 1 1 audio support for receiving Dolby Digital, 

DTS and 2 channel PCM via HDMI interface

FM/AM RDS Tuner

NHT Speaker Setup Wizard with NHT speaker DSP processing and Auto level 

and Distance Calibration (microphone included).

Manual speaker setup with small, medium and larger selection with 5Hz subwoofer

crossover steps

Proximity activation and Touch sensitive controls

Setup lock

Ethernet based NHTBus on RJ45 for trigger and intelligent amplifier control

Front Panel Connectors: Headphone/microphone combo

Control l/O: 2 LR inputs, Auto calibration microphone input

(front panel), Bi-directional RS 232, 3 programmable

12V trigger outputs, NHT control bus on RJ-45 

Remote: Dedicated, simple, non-programmable operation, 4 

one-touch direct modes: Direct, Movie, Music, and Game,

4 direct source selects, Second zone control
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Audio Inputs: 6 Analog inputs, 6 Digital inputs (3 coaxial, 

3 toslink), 3 Digital HDMI, 7.1 analog input - 

with 3 choices of analog bass management

Analog Audio Inputs:

Maximum Input Level: 2Vrms

Input Impedance:    12k �Ÿ

Audio Output: 7.1 analog output, Second Zone output (analog

stereo), Second Zone record output, Audio Record

output, Digital Toslink output

Analog Audio Outputs:

Maximum Output Level: 8Vrms

Output Impedance:    120 �Ÿ

Total Harmonic 

Distortion: 0.009%

Signal to Noise:     -100 dB

Crosstalk:    -95 dB

Frequency Response 

20Hz-20kHz: +/-0.5 dB

Channel Balance:    +/-0.5 dB

Stereo Analog Outputs (Record and Zone outputs):

Output Level: 1 Vrms

Output Impedance:   120 �Ÿ
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